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Motor Model Symbol Unit ECMA-L1221F
Rated Power Rg kW 15
g Rated Voltage Vg Y 400
& Rated Torque Tw N.m 954
kst Rated Speed Ng r/min 1500
K Rated Current I A 416
Rated Power Rate Qr k W/s 201.8
---Model with Brake Qr k W/s 197.1
Continuous Stall Torque Ts N.m 95.4
Inataneous Maximum Torque Tp N.m 224
Maximum Rotating Speed Nmax r/min 2000
Inataneous Maximum Current Ip A 100
Induced Phase V oltage Constant Ke mv/(r/min) 83.90
Torque Constant Ky N.m/A 2.29
Rotor Moment of Inertia Y x10"*kg.m? 451
---Model with Brake v x10*kg.m? 461.8
g Phase Armature Resistance Ro Q 0.0545 250
& Phase Armature Inductance Lo mH 1.43
5 Mechanical Time Constant tm ms 1.34 200 |
° ---Model with Brake tm ms 1.37
= Electrical Time Constant te ms 26.26
Insulation Resistance - - >100MQ DC500V E150 |
Dielectric Strength - - 2300V AC,1 second £ Intermittent Duty
Maximum Radial Shaft Load - N 3300 $100 L
Maximum Axial Shaft Load - N 1100 g
Vibration Grade - - V15 =
Mass w kg 75 50 |
---Model with Brake W kg 87 Continuous Duty
T-N Curve - - Figurel 0 |
g | Maximum Winding Temperature - C 130 0 500 1000 1500 2000 2500
& Operating Temperature Top T 0~40
- Storage Temperature Tst C -10~80 Speed (rpm)
g Operating Humidity - %RH 20~90 Fig. 1 T-N Curve
e Storage Humidity - %RH 20~90
E Enclosure Type - - 1P65
w Vibration Resistance - - 2.5G
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