


Motor Model Symbol Unit ECMA-L11305
Rated Power RR kW 0.5

Rated Voltage VR V 380
Rated Torque TR N.m 3.18
Rated Speed NR r/min 1500

Rated Current IR A 2.25
Rated Power Rate QR k W/s 7.72

---Model with Brake QR k W/s 7.02
Continuous Stall Torque TS N.m 3.18

Instantaneous Maximum Torque TP N.m 8.92
Maximum Rotating Speed Nmax r/min 3000

Instantaneous Maximum Current IP A 6.3
Induced Phase Voltage Constant KE mv/(r/min) 55.30

Torque Constant KT N.m/A 1.41
Rotor Moment of Inertia JM x10-4kg.m2 13.1

---Model with Brake JM x10-4kg.m2 14.4
Phase Armature Resistance Rφ Ω 1.414
Phase Armature Inductance Lφ m H 20.00
Mechanical Time Constant tm ms 2.48

---Model with Brake tm ms 2.73
Electrical Time Constant te ms 14.14

Insulation Resistance - - >100MΩ DC500V
Dielectric Strength - - 2300V AC,1 seconds

Maximum Radial Shaft Load - N 490
Maximum Axial Shaft Load - N 98

Vibration Grade - - V15
Mass W kg 6.8

---Model with Brake W kg 8.2
T-N Curve - - Figure 1

Maximum Winding Temperature - ℃ 130
Operating Temperature Top ℃ 0~40
Storage Temperature Tst ℃ -10~80
Operating Humidity - %RH 20~90
Storage Humidity - %RH 20~90
Enclosure Type - - IP65

Vibration Resistance - - 2.5G
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Fig. 1  T-N Curve


